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DO JUMP! : Entusiasmo! 
TECHNICAL RIDER 

 
Please contact DO JUMP!Õs Production Manager directly for all technical questions.  Any modifications need to 
be discussed at least 90 days in advance of DO JUMP!Õs arrival. 
 
CONTACT  
  

DO JUMP!   Email:  dojump@dojump.org   Web:  www.dojump.org 
 1515 SE 37th Avenue 
 Portland, OR   97214  

 
Production Manager:  Sam Kusnetz   Tel: 503.231.1232 
    sam@dojump.org  Cell: 503.201.2591 
        Fax:  503.231.2937 
 

DRAWINGS & PAPERWORK 
 
 PRESENTER must provide the following 90 days prior to DO JUMP!Õs arrival: 
     A ! Ó or " Ó scale ground plan of the stage and house including sight lines and lighting positions, 
     A ! Óor " Ó scale centerline section of the stage and house including sight lines and lighting positions. 

     
    A Technical information packet including but not limited to: 

stage and house specifications, 
updated equipment lists (lighting, sound, soft goods, etc.), 
updated line schedule, 
a circuit diagram. 

 
CREW 
 
 LOAD IN AND STRIKE 
 4 Electricians 
 4 Carpenters 
 1 Fly person 
 1 Sound person 
 2 Riggers 
 
 SHOW CALL 
 1 Follow spot operator 
 1 Deck hand 
 1 Fly person 
 1 Sound person 
 1 Electrician 
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   (Crew is based on all tech rider specifications being meet) 
 
 
 
 
SCHEDULE 
 
 LOAD IN 

12 Hrs. if soft goods are hung, and lighting equipment is hung and circuited to specifications, prior to 
Do Jump!Õs arrival. 
 
SHOW 

 Performance consists of 20-25 minute pre-show performance in house and on stage. 
The stage show will be a 1 hour presentation. 
Show call must be 5 hours. 
House staff must clear with DO JUMP!Õs Stage Manager before opening the house and starting pre-
show. 
 
STRIKE 
3 hours with local crew. 
 
 

STAGE 
 
 DIMENSIONS 
 Proscenium Width  42Õ (minimum is 30Õ width) 
 Depth    40Õ (minimum is 30Õ depth) 
 Width (wall to wall)  70Õ (minimum is 60Õ width) 
 

FLOOR 
A resilient floor not on concrete is required.  Floor must be resilient or the DO JUMP! will be 
unable to perform. 
Dance floor cover must be black marley or equivalent (no rosin). 
Entire stage must be swept and moped daily with water only (no soap) with clean mop prior to use. 
 

 
SPECIAL 
An upstage crossover space must be provided behind a backdrop or cyclorama at the rear of the 
performance area at least 3Õ wide. 
 
Stage area must be heated to and maintained at 70F (20C) for all rehearsals and performances. 
 
Performing area must be deemed safe and acceptable to DO JUMP! in its sole judgment.  It must 

 be smooth, free of splinters, tacks, nails, etc., and not heavily varnished or waxed. 
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PRESENTER must provide locked, secure space for DO JUMP!Õs equipment, costumes, and 
personnel. 
 
LINE SCHEDULE 
Please see attached sample line schedule. 
 
SOFT GOODS 

 House Curtain   Please notify if not available 
 Legs     Black Velour 
 Borders (4)   Black Velour 
 Back Drop    Black Velour Must be able to fly or travel to reveal white cyc. 
 Cyc Backdrop   White 

Scrim     White (sized appropriately for space) 
 
Soft goods must be sufficient to provide full stage masking. 

 Soft goods are to be hung prior to DO JUMP!’s load-in. 
 
RIGGING 

 
RIGGING HARDWARE 

 Eight (8) 10' sections of medium duty Tomcat box truss (or equivalent) 
 Six (6) corner blocks for truss. 
 Four (4) 1-ton (200 pound) 3-Phase chain motors w/ cable, controller, necessary electricity, etc. 
 All necessary slings, span sets, shackles, etc. to hang motors and truss. 
 Eight (8) three-foot lengths of 1-1/4Ó schedule 40 steel pipe. 
 Sixteen (16) Cheeseboro clamps. 
 Ten (10) come-alongs with a rating of 1 ton (2000 pounds). 
 A quantity of aircraft cable suitable for bracing the truss to the walls of the venue. 

 
Venue or presenter shall supply this equipment. DO JUMP! must approve any alterations or 
substitutions to the rigging hardware. 
  
If venue cannot supply this rigging hardware, presenter shall absorb cost of shipping same from 
Portland, OR. In this case, 50 amp 3 Phase power close to the stage area will be necessary to operate DO 
JUMP!Õs chain motors. 
 
With PRESENTERÕs riggers, DO JUMP! will hang a truss grid  system approximately 23Õ x 15Õ on four 
motor points.  The truss will need to be braced to the walls with the aircraft cable and come-alongs. 
 
Several spot lines and dead hang points over stage will be necessary. 
 
Ninety (90) days prior to DO JUMP!Õs arrival PRESENTERÕs TD and DO JUMP!Õs TD will need to 
work out a method to cross brace the truss.  
 
The PRESENTER shall provide personal lift or ladder sufficient to reach all rigging. 
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 All grid system motor points have maximum dead loads of 800lbs and maximum live loads of 1700 lbs. 
 
SOUND 
 
 There are two versions of the show from the point of view of sound. The simpler version employs three 

musicians performing live onstage, and the remainder of the music being played via CD. The more 
complex version employs the onstage musicians and an orchestra (five people) and chorus (four to eight 
people) performing in the orchestra pit. Please see the contract to determine which version of the show is 
being produced and thus how many musicians are being employed. 

  
 LOCATION 
 Playback and mixing console must be located in the house. 
    

PLAYBACK & PROCESSING 
One (1) 24-channel mixing console with of four (4) subgroups and six (6) auxiliary sends.   
One (1) compact disc player: Tascam or Sony, with auto-pause. 
Sufficient EQ, delay, etc. to provide high quality sound support. 
 
Sound equipment shall be of high quality, and professional grade. Appropriate brands include Midas, 
Cadac, Yamaha, Meyer, Soundcraft, etc. Equipment by Behringer and Alesis is not acceptable. 
 

 MICROPHONES 
 

 For the simple (3 musician) version, the following shall apply: 
 

The onstage band shall consist of three musicians, each wearing a wireless microphone and 
playing the following instruments between them: columbian harp, nylon guitar, quattro 
(similar to a guitar or ukulele), flute (western), pan pipes, assorted percussion, and voice. 

 
There will also be five performers with speaking roles, each wearing a wireless microphone. 
 
Equipment required: 
 
Eight (8) wireless microphones, Sennheiser or Shure UHF, with lavaliere capsules (Sennheiser 

MKE2, DPA 4088, Countryman B6, or equivalent.) 
 
Stage mics??? 
Music stands??? 
 

  
 For the full (9 Ð 13 musician) version, the following shall apply: 

 
The orchestra consists of one each: violin, cello, flute, oboe, piano. 
The chorus consists of  four to eight vocalists, mixed parts. 



 

DO JUMP! Technical Rider 2/15/00 

5 of 9 
 
Equipment required: the above PLUS Ð 
Eight (8) to twelve (12) high quality condenser microphones, eg. SM-81, AKG 414, or similar. 

  Boom mic stands, black, for each microphone. 
  Nine (9) to thirteen (13) music stands, black. 
  Nine (9) to thirteen (13) stand lights, with R22 gel, preferably circuited into the lighting system. 
 

MONITORS 
Total of six monitor mixes: 
 Pit Orchestra (if in use): 

 Three mixes into three (3) low profile stage wedges. 
 
  Choir (if in use): 
   One mix into two (2) low profile stage wedges. 
  
  Stage:  
   One mix into two (2) mid-stage side fills, one each side, preferably flown. 
   One mix into two (2) low profile stage wedges, one each side, DSL and DSR. 
 
  Light booth: 
   Light operator needs to be able to hear house mix with volume control. 

  
AMPLIFICATION  
 Amplification for house must have sufficient wattage to drive house speaker system. 

 
INTERCOM 

(10) headsets with belt packs are required: either Clearcom or Telex RTS system. 
  Stations: Stage managerÕs desk (console), preferably featherweight, 
    Light board, 
    Sound mix position, 
    Follow spot position, 
    House center (not during performance), 
    Downstage right position (Possibly same as SM desk), 
    Downstage left position (Possibly same as SM desk), 

Fly rail position, 
    US run of truss, 
    MS run of truss. 
VIDEO 
 
 PROJECTION 
 One (1) projector mounted center of house above orchestra level (balcony rail). Projector should be 

6500-lumens or brighter, Sanyo PLC XF-60, XF-46, Barco r12+, with appropriate lens to project image 
to fill cyc without using digital zoom. The projector shall be fed from the video control position using 
component (y/u/v) or SDI cable. 
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 PLAYBACK 
 Two (2) Pioneer 7400 DVD-player (no substitutes), 
 Two (4) Sony 8044 8" color source monitors, 
 Two (2) 1x2 component video D/A, 
 One (1) Panasonic WJ MX-70, component switcher 
 Appropriate component bnc patch cables, to feed from dvd players to D/AÕs output, and from D/A to 

monitor and to switcher. 
 
 LIGHTING 
 

LIGHT PLOT 
A sample light plot with Hook-up and Channel Schedules is included. 
 
HANGING PLOT shall be sent in advance of DO JUMP!'s arrival. 
 
Soft goods are to be hung, and lighting equipment is to be hung and circuited prior to DO 
JUMP!’s arrival. 
 
No lights are to be moved or refocused after they have been set for DO JUMP!Õs performance(s). 
 
BLACK OUT  
A complete black out is essential. 

 
 EQUIPMENT NEEDS (TYPICAL): 

Depending on the size and masking layout of the stage, six (6) to ten (10) 12Õ+ tall lighting booms will 
be needed. 
 
Instruments and hanging hardware appropriate for the theater that provide: 
 2 colors of front light covering the entire stage including apron area, 
 3 colors of  back light, 
 2 color of high sides or pipe ends, 
 2 colors of head high side light (7Õ), 
 1 set of shin busters w/ PC Color Faders or equivalent, 
 2 front of house Gobo washes, 
 approximately 32 miscellaneous specials. 
  
Cyc lighting (with gel) sufficient for lighting the backdrop in red, blue and green (primaries). 
Dimming control sufficient for the above instruments, ETC light boards preferred. 
Cable and twofers to connect the instruments to the dimming system. 
 
Ladders, lifts or other means to reach all lighting and rigging shall be provided by PRESENTER. 
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PROPERTIES 
 

Two (2) tables 6Õ- 8Õ long shall be provided, one backstage right and one backstage left.  Upon DO 
JUMP!Õs arrival two chairs that can be affixed to the tabletops will need to be provided. 

 
DRESSING ROOMS 
 

Dressing rooms must have direct access to the stage and must be out of public view.  The restrooms 
provided for the Performers must be separate facilities from those provided for the audience, and should 
contain adequate paper supplies and soap.  All dressing rooms must be cleaned prior to DO JUMP!Õs 
arrival.  Dressing rooms and restrooms must be heated or cooled appropriately to 70f (20C). 

 
WARDROBE 
 

PRESENTER is to provide DO JUMP! with a wardrobe person for load-in and strike, and  have laundry 
done as often as needed.  (To be determined by DO JUMP!Õs Company Manager.) 
 

VISITORS 
 

All visitors shall be excluded from the theater during set-up, rehearsals, and strike unless advance 
written permission noting name(s) and affiliation has been obtained from DO JUMP!. 

 
PARKING 
 

Parking spaces for four (4) cars and 25Õ box truck must be reserved for DO JUMP! in the stage loading 
area.  If parking permits are required, it is the PRESENTERÕs responsibility to provide DO JUMP! with 
permits prior to arrival. 
Area map and/or campus map shall be provided for DO JUMP! 90 days in advance of arrival. 
 

HOSPITALITY 
 

PRESENTER shall provide beverages during load-in.  Full hospitality shall be provided for the 
entire compant during all rehearsals and performances. 
 
Providing the performers with good, high quality food helps to ensure that they have the energy they 
need to give a good performance. The following details our preferences for all meals and snacks. These 
are suggestions, and it is understood that your hospitality team will be picking and choosing items from 
the list below to provide meals for us which fit both your requirements and ours. The only absolutely 
mandatory item is plenty of cold WATER. 
 
For morning shows, please provide breakfast and lunch. For early afternoon shows, please provide 
lunch. For late afternoon and evening shows, please provide lunch and dinner. 
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ALLERGY: Be advised that we have one company member who is allergic to hazelnuts. 
 
 
FOR ALL MEALS: 
Beverages: water, coffee and tea (mint, chamomile, and green tea preferred), milk and non-dairy 
creamer, hot cocoa, orange juice, cranberry juice, various sodas, protein drinks such as Odwalla brand, 
and energy drinks such as Gatoraide. 
 
Snacks such as hard boiled eggs, M & MÕs, string cheese, dried fruit, jello, popsicles, trail mix, dark and 
milk chocolate, healthy crackers, non-wheat crackers such as rice cakes, cookies, mixed nuts, and 
pretzels. 
 
Fresh fruit and vegetables such as apples, bananas, mangoes, oranges, strawberries, honeydew melon, 
avocados, and grapes; carrots, broccoli, sprouts, tomatoes, peppers, etc. 
 
Energy bars such as Balance, Clif, and Luna. 
 
BREAKFAST should be available TWO hours prior to curtain. 
 The above plus: Cold cereals and cereal bars, granola bars, peanut butter, and yogurt. 
 
LUNCH should be available THREE hours prior to curtain. 
 The above plus: Fixings for sandwiches, including whole grain breads and pita, a wide variety of 
vegetables and meats, tofu pate, mustard and mayonnaise on the side; salad with various dressings on 
the side. 
 
DINNER should be available THREE hours prior to curtain. 
 The above plus: simple soup (including vegetarian options) and salad with dressings on the side; 
entrees such as roast chicken, lasagna, tofu and vegetable stir fry, and pasta with any non-oily sauce (if 
meat is in the entrŽe, please be sure to provide a vegetarian option), a starch such as baked or mashed 
potato, or steamed rice; steamed or sautŽed vegetables; bread and butter. 
 

 
REHEARSAL SPACE 
 
 A separate studio (not the stage) may be requested each day for up to four hours.  It must have clean  

resilient floor, be properly heated, and have a CD and Cassette player.  The Production Manager will 
make arrangements. 
 
 

STORAGE 
  

Off stage storage for eight (8) coffin size (7Õx2Õx2Õ) and six (6) Cadillac size (30Ó x45Ó x 36Ó) road 
cases is necessary. 

 
FREIGHT 
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A 25Õ box truck with road cases, set carts, set pieces and riders. 
A loading dock capable of handling a 25Õ box truck is necessary. 

 
 
This technical rider is subject to change without notice. 
 
Signing this technical rider indicates the PRESENTER  and PRESENTER’s technical director 
understand and agree to provide the above needs. 
 
 
 
 
_________________________________ _____________________________  _____________ 
Agreed by Presenter     Print Name, Title    Date 
 
 
 
 
 
_________________________________ _____________________________  _____________ 
Agreed by PresenterÕs Technical Director  Print Name, Title    Date 


